LAMPIRAN

Konsumsi Bahan Bakar Dynotest

CDI Std+Kaoil Std KBB
Percobaan-1 23.7
Percobaan-2 23.4
Percobaan-3 24.2
Percobaan-4 24
Percobaan-5 24.5

vaxskoil sd | <88
Percobaan-1 22.3
Percobaan-2 22.5
Percobaan-3 21.9
Percobaan-4 22.8
Percobaan-5 22.6

CDII:g::?rTQI](oH KBB
Percobaan-1 23
Percobaan-2 23.2
Percobaan-3 23.5
Percobaan-4 23.2
Percobaan-5 22.8

MagP&(i?;z;cing KBB
Percobaan-1 22.5
Percobaan-2 21.7
Percobaan-3 21.8
Percobaan-4 22
Percobaan-5 22.4




Temperatur Konsumsi Bahan Bakar

CDI Std+Kaoil Standar

Percobaan ke

1 2 3 4 5
Intake 59.8 59.4 60.6 61.2 60.5
Exhaust 128.8 130.3 | 130.9 129.6 [ 130.2
Qil 68.7 68.4 69.3 69.7 68.8
Engine 65.2 66.2 65.6 65.5 66.8
CDI Std+Koil Racing
Percobaan ke
1 2 3 4 5
Intake 59.5 59.2 58.7 58.3 59.8
Exhaust 130.3 130.7 | 129.8 129.6 | 130.5
Oil 68.6 68.8 69.4 69.2 68.5
Engine 65.8 66.1 68.4 68.6 66.5
CDI BRT I-Max+Koil Standar
Percobaan ke
1 2 3 4 5
Intake 60.2 60.5 61.7 61.2 60.8
Exhaust 130.5 131.2 | 129.7 130.3 | 131.6
Oil 69.8 68.5 70.7 70.2 69.5
Engine 65.8 65.1 64.6 66.4 65.3
CDI BRT I-Max+Koil Racing
Percobaan ke
1 2 3 4 5
Intake 60.7 59.8 58.5 60.2 61.3
Exhaust 131.3 129.2 | 130.7 130.4 [ 131.8
Oil 70.4 69.8 70.8 70.2 71.4
Engine 65.6 65.2 64.9 65.1 66.3




SPORTDYNO V3.3

—— - DYNAMOMETER: SD325
- ‘ ” ~a m - ROLLER INERTIA: 1.53
PRWIS TORELICCESREOTT Displacement Correction

Correction Factor: ISO 1585

i | MAX POWER. MAX TORQUE Temp.°C | Humidity % | Pressure | KMH Date/Time
ST SECORPIO T041 [223.2 8625 [ 20,01 (20.01) /6674 [22i7e | 65% [71000.0 mbar | 101.7 11/22/2017 3:40:16 PM

DATA FOR TEST: UMY DYNO TEST SECORPIO T041

g B
W W Comments
Tno 2 CDI STD+COIL STD+BUSI IRIDIUM+PREMIUM
o
o RPM___ HP(HPJQ (N*M*M) T
4250 8.1 12.48 052
20 4500 88 13.43 054
4750 95 14.27 056
5000 116 16.58 0.66
5250 129 17.59 076
5500 14.0 18.21 0.84
15 5750 153 19.02 094
6000 16.3 19.37 1.04
6250 17.1 19.50 112
15 6500 18.0 19.86 120
6674 18.6 2001 126
6750 189 19.97 130
7000 19.5 19.76 1.40
7250 203 19.90 148
7500 208 19.66 158
10 7750 210 1930 1.66
10 8000 216 19.19 176
8250 218 18.80 1.86
8500 22 18.56 1.96
8625 23 18.41 2,00
8750 222 18.04 206
9000 22.1 17.49 2.16
9250 217 16,61 228
5! 9500 215 16.03 240
5 , 9750 21.1 1533 252
' 10000 207 14.65 264
: 10250 205 14.15 278
: 10500 19.5 13.18 292
: 10750 188 1238 3.06
' 11000 18.4 1186 322
! LOSSE 0.0 HP 0.0N*M*M
of 0 B TOTAL ENG! 22.3HP 20.0IN*M*M




SPORTDYNO V3.3
DYNAMOMETER: SD325
ROLLER INERTIA: 1.53

Displacement Correction
& Correction Factor: ISO 1585

Date/Time
12/5/2017 11:15:07 AM

MAX TORQUE

DATA FOR TEST: DYNO TEST SECORPIO T016

Comments >
Tuo CDI STD+COIL RACING+BUSI IRIDIUM+PREMIUM

RPM__ HP (HPYQ (N*M*M) T

4250 83 1371 052
4500 94 14.52 0.54

4750 10.5 15.75 0.58

5000 1.9 17.07 0.68

5250 13.2 17.89 0.78

i 5500 14.1 18.36 0.86
15| 5750 15.0 18.64 0.96
6000 158 18.88 1.04
6250 17.1 19.53 114
6500 17.9 19.73 122
6750 18.7 19.67 132

7000 19.6 19.93 1.40

7250 205 20.23 1.48

7262 205 2023 1.48

7500 21.1 20.01 1.58

10 7750 217 19.99 1.66
8000 2.1 19.64 1.76

8250 223 19.19 1.86

8443 24 18.89 192

8500 23 18.61 196

8750 219 17.76 206

9000 217 17.14 2.16

9250 213 16.34 228

5| 9500 211 15.71 240
9750 206 15.00 252

: : 10000 202 14.36 264
: : 10250 196 13.58 278
: : 10500 189 12.76 292

: : 10750 189 12.41 3.08

: : 11000 18.1 1162 324

5 ; m ; i RP LOSSES: 00 HP 0.0N*M*M
T S B M . i
no 2000 10000 1000 1 TOTALENGINE: 22 4HP 20.23N*M*M




T SPORTDYNO V3.3
DYNAMOMETER: SD325
ROLLER INERTIA: 1.53

Displacement Correction
Correction Factor: ISO 1585

Date/Time
1003 | 12/13/2017 3:20:57 PM

Pressure
1000.0 mbar

TEST NAME | MAX POWER. | MAX TORQUE
UMY DYNO TEST SECORPIO T058 | 8)/ 8169 [720.741(20.74) 77399

DATA FOR TEST: UMY DYNO TEST SECORPIO T058

er
=1 D
m m. Comments
Lol CDI RACING+COIL STD+PREMIUM+BUSI IRIDIUM
o
20| RPM __ HP(HPJQ (N*M*M) T
4250 83 13.02 052
4500 9.1 14.02 0.54
20 4750 10.7 16.00 0.60
5000 12.1 17.38 0.68
5250 133 18.12 078
5500 145 18.82 0.88
5750 153 19.13 0.96
15| 6000 163 19.43 1.06
6250 17.1 19,61 1.14
15 6500 183 2008 1.24
6750 193 2037 132
7000 200 20.46 1.40
7250 21.1 20.72 1.50
7399 21.5 20.74 1.54
7500 217 20.66 1.58
10| 7750 22,1 20,28 1.68
8000 27 20.20 1.76
10 ' 8169 228 19.92 1.82
: 8250 228 19.65 1.86
| 8500 227 19.00 1.96
; 8750 24 18.23 2.06
{ 9000 220 17.32 218
1 9250 21.5 16.50 228
5 ' 9500 209 15.60 242
5t Arsmmeneee bemmmnaans 9750 205 14.92 254
: : 10000 202 1433 2.66
: : 10250 19.7 13.61 2.80
: : 10500 187 12.61 2.96
: : 10750 18.1 11.90 3.12
: : 11000 17.1 1098 330
o o H H LOSSES: 0.0 HP 0.0N*M*M
e ; ; 3 ; A
aono 000 11000 b TOTALENGINE: 22.8HP 20.74N*M*M




SPORTDYNO V3.3
DYNAMOMETER: SD325
ROLLER INERTIA: 1.53

Displacement Correction
Correction Factor: ISO 1585

Date/Time

| Temp.°C | Humidity % | Pressure | KMH
2/14/2018 2:37:40 PM

21.73(21.73)/6822 | 30.3°C | 76% | 1000.0 mbar | 102.0

DATA FOR TEST: UMY DYNO TEST SECORPIO T039

Torgue

Comments
CDI RACING+COIL RACING+BUSI IRIDIUM+PREMIUM

RPM __ HP(H ¥ M* 4y

4250 82 12.89 0.52

4500 88 13.76 0.54

4750 10.5 15.83 0.60

5000 12.5 17.92 0.70

5250 14.1 19.13 0.80

5500 152 19.87 0.88

5750 16.6 20.62 0.98

6000 17.6 20.95 1.06

6250 18.4 21.17 1.14

6500 19.6 21.53 1.24

6750 20.5 21.72 132

6822 20.7 21.73 134

7000 212 21.64 1.40

7250 22.1 21.63 1.50

' 7500 22.6 21.50 1.58

' 7750 229 21.01 1.68

10 ! 8000 229 20.33 1.78

8250 2.1 19.99 1.86

X 8500 239 19.87 1.96

1 8750 24.1 19.55 2.06

H 8872 24.1 1935 210

H 9000 24.1 19.00 2.16

H 9250 238 18.21 228

' 9500 237 17.74 238

5 9750 233 16.92 250

: i 10000 224 15.88 262

: : 10250 216 14.94 276

¢ g 10500 203 13.69 290

' > 10750 200 13.18 3.04

A x 11000 19.1 1226 322

/| H LOSSES: 0.0 HP 0.ON*M*M
0 o.n o_v TOTAL ENGINE: 24.1HP 21.73N*M*M

v "
| |
| H




