
76 
 

DAFTAR PUSTAKA 

Abbasi, Mohammad and Zahra. B. 2014., “Analytical Simulation Of Flow and 

Heat Transfer of Two-Phase Nanofluid (Stratified Flow Regime)“, 

International Journal of Chemical Engineering, 1 :7. 

Ansys Fluent User’s Guide. 2013. Ansys, Inc. USA. 

Desamala, Anand. B., Anjali D., Vinayak V., Bharath K. G., Ashok K. D., Tapas 

K. M., 2013. “CFD Simulation and Validation of Flow Pattern 

Transition Boundaries during Moderately Viscous Oil-Water Two-Phase 

Flow through Horizontal Pipeline”. Journal of World Academy of 

Science, Engineering and Technology, pp. 1150-1155. 

Gunawan, D., Akhmad Z. H., Indarto., 2015. “Studi Eksperimen Mengenai 

Fluktuasi Tekanan Dan Tegangan Geser Antar Muka Pada Aliran 

Stratified Air-Udara Pada Pipa Horizontal”. Vol. 10, No. 1, pp. 32-40. 

Hudaya, A. Z., Indarto., Deendarlianto.. 2013. “Penentuan Sub-sub Daerah Aliran 

Stratified Udara-Air pada Pipa Horisontal Menggunakan Constant 

Electric Current method (CECM)”. Jurnal Simetris. Vol. 14, No. 1, pp. 49-

57. 

Korawan, Agus. D., 2015. “Pola Aliran Dua Fase (Air-Udara) Pada Pipa 

Horisontal Dengan Variasi Kecepatan Superfisial Air”. Jurnal Mekanika. 

Vol. 14, No. 1, pp. 57-63. 

Mandhane, J.M., Gregory, G.A., Aziz, K., 1974, “A Flow Pattern Map For Gas 

Liquid Flow In Horizontal And Inclined Pipes”. Int. J. of Multiphase 

Flow, Vol. 1, pp. 537-553. 

Munson, Bruce. R., Young, Donald. F. & Okiishi, Ted. H., 2013. “Fundamental 

of Fluid Mechanics 7th Edition”., Jhon wiley & Son, Inc. 

Mazumder, Quamrul. H., 2012. “CFD Analysis of Single and Multiphase Flow 

Characteristics in Elbow”. Jurnal of Scientific Research, Engineering, 

Vol. 4, pp. 210-214. 

Santoso, B., Fitroh D. R., Indarto, Deendarlianto, Thomas S. W., 2011. “Kaji 

Eksperimen Kecepatan Pola Aliran Slug Air-Udara pada Aliran Dua Fase 

Searah Pipa Horisontal Menggunakan High Speed Video Camera”. Jurnal 

Teknik Mesin Mekanika. Vol. 10, No. 1, pp. 51-54. 

Santoso, B., Fitroh D. R., Indarto, Deendarlianto, Thomas S. W., 2012. “Fluktuasi 

Beda Tekanan Dari Pola Aliran Slug Air-Udara Pada Aliran Dua Fase 

Searah Pipa Horizontal”. Jurnal Teknik Mesin Rotasi. Vol. 14, No. 2, pp. 

1-6. 



77 

 

 
 

Sukamta, Indarto, Purnomo, Tri A. R., 2010. “Identifikasi Pola Aliran Dua Fasa 

Uap-Kondensat berdasarkan Pengukuran Beda Tekanan Pada Pipa 

Horisontal”. Jurnal Ilmiah Semesta Teknika. Vol. 13, No. 1, pp. 83-94. 

Terzuoli F., M. C. Galassi., D. Mazzini., F. D’ Auria. 2008. “CFD Code 

Validation Against Stratified Air-Water Flow Experimental Data”. 

Hindawi Publishing Corporation Science and Technology Of Nuclear 

Installations. pp. 1- 7. 

Wibowo, R., Akhmad Z. H., Masruki H., 2015. “Studi Eksperimen Mengenai Sub-

Sub Pola Aliran Stratified Pada Aliran Dua Fasa Searah Berdasarkan 

Fluktuasi Beda Tekanan Pada Pipa Horisontal”. Jurnal Simetris, Vol. 6, 

No. 2, pp. 385-390. 

 

 


